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Sr.
No

Equipment Preferred
brands if any

Specifications Qt

v
1 Single

Nozzle 3D
printer

Branded
Company
Product with at
least three
years product

warranty

Printing Technology: Fused Filament
Fabrication (FFF) or Fused Deposition
IVodeling (FDIV).

Printable Area. The minimum printable area
should be at least 310 x 310 x 310 mm or
above
Printer Design: Core XY or Cartesian.
Temperature Range:
Hot end: Up to 300"C or above Heat bed:
Up to 1 20"C. or above.
Nozzle: Compatible with All polymers, 0.4,
0.6 and 0.8mm
Steel Sheet: Provided with satin or smooth
PEI surface.
Filament Diameter: 1.75mm (supports pLA,

PETG, ASA, ABS, etc.).
Extruder: Gearbox with 1/10 ratio, Speed :

550 N/tt//Sec or above
Stepper Drivers for smooth motion. or
equivalent
Stepper l/lotors: Choose between 1.8' or
precise 0.9" X, Y stepper motors.
LCD Screen: 3.5" graphic 65k color screen
or larger.

Connectivity: USB drive, LAN, or internet.
Supported [Vaterials: PLA, PETG, ASA,
ABS, PP, PC, flexible filaments, and more.
Wi-Fi tVodule: Built-in (network connectivity
not required for setup or operation).
Compatibility: Windows, macOS, Linux.
Printer Dimensions: The maximum physical
dimensions of the system 700 X 700 X 700
or above. Fully enclosed Machine
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2 PCB lt/illing
lVachine

Branded

Company
Product with at
least three
years product
warranty

Cuttable fVaterials: [Vodeling Wax,
ChemicalWood, Foam, Acrylic, Poly
Acetate, ABS, PCB,Copper glad, etc
Table Size: 225 (X) , t 50 (Y) mm or more
Drive System: Stepping lVotor (X, Y, Z
Axis) Operating Speed: 800 mm/min
Software Resolution: 0.01 mm/step
Position accuracy : 0.01 to 0.02 mm
lVax Travel Speed (mm/sec)-S8 (2.28 ")

Drilling (mm)-0.2 -3,175 (B-125 mit)
lVlaximum Drilling Cycles/ lVin-SO

Spindle lVotor: DC N/otor Type 380 or [\4ore
Spindle Speed: Adjustabte 20,000 and
above rpm or more
Tool Chuck Type: Collet lnterface: USB or
cable
Control Commands: RIVL-1, NC code
Power Supply: DC 24V,2.5A (via AC 100-
240V,50/60H2 adapter)
Power Consumption: Approx. 50 W or more

1

3 CO2 Laser
Cutting
Machine

Branded
Company
Product with at
least three
years product
warranty

tVlin 600 x 900 mm or above
Laser Type: CO2 DC Glass Laser Tube/RF
lVetal Laser Tube
Laser Power: B0/100W
Wave Length: Upto 10.6 [Vlicrometer
Cutting Speed: 30000 mm/min or more
Engraving Speed: 64000 mm/min or more
XY Axis: LIV Guide Rail or equivalent
Cooling: Air/ Water Cooling
Supply Voltage: 230V1415 V Accessories:
CO2 Focus Lens: 1 No. [Virror 25mm: 3
Nos. Acetone: 1 litre Acrylic sheet: 2 Nos

Working Area 1

4 Vinyl Printer Branded
Company
Product with at
least Two
years

Warranty

mensions: 50 cm x 15 cm x 15 cm or
above Weight: 15.4 lbs or less
[/lax cut size using machine mat: 1 1.5 inch
x23.5 inch or more
Cut speed: up to 14.1 ips
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Technology: Stereo camera structured light

with focusable cameras or equivalent

CPU: Quad-core 64-bit SoC, 1.5GHz with

integrated GPU
RAM: 4 GB

Projector: DLP IVEN/S mirror or equivalent

Camera Sensor: Sony 13 [MP or better

Scan Speed: 4 seconds or more Working

Distance : Effective Working Distance:

160mm-1400mm Scan Speed :

9B0,000points/s, up to 14FPS

Align lVlodes : Feature Alignment, Hybrid

Alignment, Texture Alignment, Global

[Markers

Safety : Eye-safe Texture Scan : Yes

lnterface : USB2.0 or above Outdoor

Scanning : Yes

Output Formats : OBJ; STL; PLY; P3; 3tMF

Scanning Environment: lndoor and outdoor
(shaded)

Texture / Color Scanning: Yes

lVinimum Capturable Feature Size: 0.2 mm

or less

Scanner Weight: 500 grams or less

Scanner Dimensions: upto 240 x 60 x 60

mm Compatible OS: Any OS supporting a
modern web browser

15 3D Scanner Branded
Company
Product with at

least three
years product

warranty

41

6 1Lathe
lVachine cum
milling

)L

Branded

Company
Product with at
least three
years product

warranty

Centre Width: Up to 400 mm or better

Height of Centers: Up to 88 mm

lVlaximum Workpiece Diameter: Up to 100

mm

N/achine Base: Cross-ribbed surface, high-
quality cast iron with ground prismatic

guide, capable of fitting milling/drilling

attachment Spindle: Supported with

adjustable taper roller bearings
Spindle Receiver: [VK3 or compatible

Spindle Drill Hole: Up to 22 mm or better

Spindle Concentricity: Up to 5 microns or
better
Chuck: 3-1aw chuck as per DIN 6386,
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centrically clamped, '100 mm diameter or

better Run Out (without Chuck): Up to 10

microns
Sleeve Receiver: N/K2, retractable sleeve

with scale
Spindle Speed Range: Between 50 to 2500

rpm

Speed Stages: 6-8

lVotor Rating: 550W or better, induction

motor, single phase 230V
Traverse Cross: Up to 70 mm or better
Traverse Longitudinal: Up to 300 mm or

better
Weight (Complete): Up to 55 kg or more

Additional Accessories:

Splash guard and chip collecting tray: '1 No.

Cutter set with tungsten inserts: 2 Nos.

N/illing Attachment: 1 nos

Tungsten disposable tips ten-piece set: 1

No. Sample workpieces (Nylon Rod,

Aluminium Rod)
Desktop: 1 No.

7 CNC Router Branded
Company
Product with at

least three
years product

warranty

Working Area: lVin 1300 x 2500 mm Z Axis
Working Area: 200 or above Resolution:
t0.03/300mm or more CNC Spindle: 3KW
or more
Lathe Structure : Welding Steel Structure or
equivalent
XYZ Structure: Rack Pinion , Ball Screw
Linear Rails

tVax Spindle Speed . lVin 18000RPlV

Table: T-Slot/Vacuum Bed/Water Bed

Repeatability: t0.03
Working [Vode: Stepper lMotor/Servo lVotor

Dust Collector : To be included by Vendor
Voltage: AC 220V1415V, 50/60 Hz, 3 Phase

1
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18 Belt and Disc
Sanding
[Machine

Branded

Company
Product with at
least three
years product

warranty

lMotor: 230V 50Hz Power: 3B0W 52 30min

No-load Speed: 1450rpm or more Belt

Size: 100x9'l4mm or less

Disc Size: 150mm or better Table Titing

Range: 0"-45' Belt Titing Range: 0'-90"
Table Size: upto 190x125mm

1I Scroll Saw Branded
Company
Product with at
least three
years product

warranty

Power input: 50 Watt
Thickness of Cut: 50 mm (2 inch)Throat:
406 mm (16 inch)
Length of Stroke: 18 mm (11116 inch)

Strokes Per [Vinute 400-1,600 SPIM

Overall Length: 600 mm (23-518 inch)

110 Wood
Turning
Lathe

Branded
Company
Product with at

least three
years product

warranty

lVotor: 230V-50H2, 550W, 52:15min or

above
[\4ax. Disc Diameter: min 75 mm

fVax. Cutting Length. 450 mm or more

Spindle Speed: 5 speeds such as 1600 /
2600
I 3200 RPIV etc fVaterial: Cast lron Bed

Height: 0.2m Cable Length: 0.850 m
11 Bench Top

Drill lVachine

Branded

Company
Product with at
least Three to

Five years

Warranty

Continuous rating input: [Max. 250 W

Capacity: Steel. t\4in 13 mm (112") Wood.

\Ain 24 mm (15/16")

No Load Speed (RPN/): 570, 890, 1,300,

1,900,

2,670(50 Hz), 690, 1,070, 1,560, 2,280,
3,200(60 Hz)

Net weight: lVlax. 20 kg (44.1 lbs.) Power

supply cord: 1 .75 m (5.7 ft)
Additional Accessories: Bench Vise: 1 No.,

Drill Bit Set 10 Pcs: 1 No

1

dil

12 1Portable
Welding
tMachine

tl ,,.

))
dr-L,---

Branded
Company
Product with at
least Three to

Five years

Warranty

Welding Current (at 40'C, 10 min cycle):

120A @ 100o/o,15oA @ 60%,200A @
35%
Supply Voltage: 240Y +10o/o, -15%, 1

Phase, 50/60 Hz

Open Circuit Voltage: 55V DC tSV Welding

Current Range: 15-200 Amps DC

lnsulation Class: F Type
lngress Protection: lP21

Dimensions (LxWxH) with Handle: upto

Emailr
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320x120x195 mm

Weight (Approx.): 4.3 kg or less

13 Computerize
d Sewing
lVachine

Branded

Company
Product with at

least three
years product

warranty

lVlotor. 120 W
lVax Sewing Speed: 860 SPIV Power.220 -
240 V
Automation Grade: Automatic tMax Stitch
Length. 4mm

Thread Type: Computerized Weight.7.6 kg

Number of Stitches:120
Size/Dimension: 50.8 cm x 29.464 cm x
40.64 cm

lMaximum Stitch Width: 7 mm Number of
Buttonhole Styles:7 LCD Screen Display:

Yes
Bed Type
Free Arm/Flatbed convertible Bobbin Type
Drop & Sew Bobbin System

1

14 Filament
Dehydrator

Branded
Company
Product with at

least three
years product

warranty

Operating Temperature Range: [Vin 45'C-
70"c
Drying Time Setting: 0-48 hours or higher
Hot-Air Heating: upto 360' circulation
IMoving Speed: 300 mm/s or more
Power Rating: 160 W Shipping Weight: 2.5
kg

1

15 Reflow Oven Branded
Company
Product with at

least three
years product

warranty

No. of Waves: 7 or higher
Heating Type: lnfrared lC Heater
tVax. PCB Width: 300x320 mm or more

Power Supply; AC 220V I 50Hz
Peak Power: 1500W
Cycle Time: 1-B min or less Temperature
Range: 0'C-280"C
Overall Dimensions: min 350x450 mm

lVachine Weight: upto 25 kg

1
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16 Digital
multimeter

Branded

Company
Product with at
least three
years product

warranty

Display Count: Up to 4000
DC Voltage Range: Up to '1000 V AC
Voltage Range: Up to 1000 V
DC Voltage Accuracy: !0.5o/o or t3 digits,
whichever is higher
AC Voltage Accuracy: \tVithin tlok + 3 digits
DC Current [Veasurement: Up to 10 A
AC Current lVeasurement: lVaximum 10 A
DC Current Accuracy: t1.5% + 3 digits
(approximate)

AC Current Accuracy: t1.5o/o + 3 digits
(typical)
Resistance l\4easurement: Up to 40 IVIO

Resistance Accuracy: Estimated al t1 .5%
+ 3 digits
Capacitance l/leasurement: Up to 1000 pF

Capacitance Accuracy t5ok or t5 digits
Operating Temperature Range: From 0'C
up to approximately 40'C
Storage Temperature Range: Between -

30"C and 60'C
Overall Dimensions (HxWxL):
Approximately 183x91 x49.5 mm

Unit Weight: Around 455 grams

Safety Compliance: As per IEC 61010-1 &
IEC 61010-2-030 standards, suitable for
CAT lll 600V and CAT ll 1000V
environments with Pollution Degree 2

classification

5

17 Bandwidth: Up to 100 tVHz Analog
Channels: 4 or more
Real-Time Sampling Rate: l\4aximum 1

GSa/s per channel
lVemory Depth: 10 lVpts per channel
Waveform Update Rate: Approximately
120,000 wfms/s
Vertical Resolution: 8 bits

Vertical Scale: Ranging from 1 mV/div to 10

V/div
Horizontal Scale: Spanning 1 ns/div to '100

s/div
Spectrum Analyzer Frequency Range: DC

1rMSO 100

lMHz

Branded
Company
Product with at
least three
years product

warranty
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to 500 tVHz

FFT Points: Up to l lV points for enhanced
frequency domain resolution
Waveform lVath Functions: lncludes

addition, subtraction, multiplication,
division, minimum, maximum, root, square,

absolute, inverse, derivative, integral, and

low-pass filter
Trigger Types: Edge, Pulse Width, Video,
Pulse Runt, Rise & Fall (slope), Alternate,
Timeout, Event-Delay, Time-Delay, and

Bus Arbitrary Waveform Generator (AWG):

Dual- channel,25 [VHz, supporting various
waveforms such as sine, square, pulse,

ramp, DC, noise, sinc, Gaussian, Lorentz,

exponential rise/fall, haversine, and cardiac
AWG Sample Rate: 200 lVSa/s AWG
Vertical Resolution: 14 bits

Display: B-inch WVGA TFT LCD (800 x 480
pixels)

Data Logging Capability: Up to 1000 hours

Segmented lVemory: Supports up to
29,000
segments for efficient waveform storage
and retrieval
Connectivity: USB 2.0 (host and device),
Ethernet (RJ45), and Go-NoGo BNC

Dimensions (W x H x D): 380x 200x 125

mm or above
Weight: 2 Kgs or above
Safety Compliance: Conforms to IEC

61010-1 and IEC 61010-2-030 standards,
suitable for CAT lll 600V and CAT ll 1000V
environments with Pollution Degree 2

classification
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